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AutoCAD SHX Text
OPTION1: ADJUSTABLE OUTLET  WITHIN ADJACENT PIT
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OPTION 2: FREE DRAINING PIT OUTLET
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OPTION 3: FIXED DETENTION OUTLET (CONSTRAINED LEVELS) 
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UNCAPPED VERTICAL  100 SOLID PVCPIPE OUTLET (PIPE LEVEL SETS MAX WATER LEVEL IN RAINGARDEN)
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300mm TO  400mm TYP.
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OUTLET PIT (CONNECTED TO  MINOR DRAINAGE SYSTEM)

AutoCAD SHX Text
DISTANCE BETWEEN FILTER SURFACE AND MAX WATER LEVEL 400mm TO 800mm MIN. 700mm IF TREES AND 400mm IF NO TREES 
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TRANSITION LAYER 
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DRAINAGE LAYER 

AutoCAD SHX Text
100mm PERFORATED PIPE (NO SOCK) WITH AT LEAST 50mm DRAINAGE LAYER ABOVE
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IMPERVIOUS LINER  (HDPE OR APPROVED EQUIVALENT)
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 100 SOLID PVC PIPE TO CONVEYWATER FROM PERFORATED PIPE TO OUTLET PIT
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MASS CONCRETE SUPPORT
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SCREW CAP. SEALED CAP TO ACHIEVE RETENTION. CAP WITH 10mm HOLE TO ACHIEVE DETENTION. CAP REMOVED TO ACHIEVE FREE DRAINING
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OUTLET PIT (CONNECTED TO  MINOR DRAINAGE SYSTEM)
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 100 SOLID PVC PIPE TO CONVEYWATER FROM PERFORATED PIPE TO OUTLET PIT
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100mm PERFORATED PIPE (NO SOCK) WITH AT LEAST 50mm DRAINAGE LAYER ABOVE
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FILTER MEDIA
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TRANSITION LAYER 
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DRAINAGE LAYER 
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DISTANCE BETWEEN FILTER SURFACE AND MAX WATER LEVEL 400mm TO 800mm MIN. 700mm IF TREES AND 400mm IF NO TREES 
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TRANSITION LAYER 
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DRAINAGE LAYER 
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OUTLET PIT (CONNECTED TO  MINOR DRAINAGE SYSTEM)
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 100 SOLID PVC PIPE TO CONVEYWATER FROM PERFORATED PIPE TO OUTLET PIT
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100mm SOLID PVC RISER PIPE
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100mm PERFORATED PIPE (NO SOCK) WITH AT LEAST 50mm DRAINAGE LAYER ABOVE
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IMPERVIOUS LINER  (HDPE OR APPROVED EQUIVALET)


